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Spray & Rotary Nozzles

Rotary Nozzles
R-VAN Nozzles

Note: All R-VAN nozzles tested on 4" (10.2 cm) pop-ups
n 	Square spacing based on 50% diameter of throw
s 	Triangular spacing based on 50% diameter of throw

Performance data taken in zero wind conditions 
R-VAN24 and R-VAN24-360: “Do not reduce the radius below 17’ (5,2 m)
R-VAN18 and R-VAN18-360: “Do not reduce the radius below 13’ (4,0 m)
R-VAN14 and R-VAN18-360: “Do not reduce the radius below 8’ (2,4 m) 

Nozzle
Pressure 
psi

Radius 
ft.

Flow 
gpm

n  
Precip 
In/h

s 
Precip 
In/h

270° 30 16 1.26 0.65 0.75
35 16 1.35 0.64 0.74
40 17 1.42 0.63 0.73
45 17 1.51 0.64 0.73
50 18 1.57 0.60 0.69
55 18 1.62 0.60 0.69

210° 30 16 0.98 0.63 0.73
35 16 1.05 0.68 0.78
40 17 1.10 0.63 0.73
45 17 1.17 0.64 0.77
50 18 1.22 0.62 0.72
55 18 1.26 0.64 0.74

180° 30 16 0.85 0.65 0.75
35 16 0.91 0.64 0.74
40 17 0.98 0.63 0.73
45 17 1.01 0.64 0.73
50 18 1.07 0.60 0.69
55 18 1.09 0.60 0.69

90° 30 16 0.42 0.65 0.75
35 16 0.47 0.64 0.74
40 17 0.50 0.63 0.73
45 17 0.50 0.64 0.73
50 18 0.54 0.60 0.69
55 18 0.58 0.60 0.69

Nozzle
Pressure 
psi

Radius 
ft.

Flow 
gpm

n  
Precip 
In/h

s 
Precip 
In/h

360° 30 16 1.65 0.62 0.72
35 16 1.67 0.63 0.73
40 17 1.80 0.60 0.69
45 17 1.85 0.62 0.71
50 18 2.05 0.61 0.70
55 18 2.11 0.63 0.72

Nozzle
Pressure 
bar

Radius 
m

Flow 
l/m

n  
Precip 
mm/h

s 
Precip 
mm/h

360° 2.1 4.9 6.25 16 18
2.4 4.9 6.32 16 19
2.8 5.2 6.81 15 18
3.1 5.2 7.00 16 18
3.4 5.5 7.76 15 18
3.8 5.5 7.99 16 18

R-VAN18       13’ - 18’

R-VAN18-360       13’ - 18’ R-VAN18-360       4.0 to 5.5m	 METRIC

Nozzle
Pressure 
bar

Radius 
m

Flow 
l/m

n  
Precip 
mm/h

s 
Precip 
mm/h

270° 2.1 4.9 4.77 17 19
2.4 4.9 5.11 16 19
2.8 5.2 5.38 16 19
3.1 5.2 5.72 16 19
3.4 5.5 5.94 15 18
3.8 5.5 6.13 0 18

210° 2.1 4.9 3.71 16 19
2.4 4.9 3.97 17 20
2.8 5.2 4.16 16 19
3.1 5.2 4.43 16 20
3.4 5.5 4.62 16 18
3.8 5.5 4.77 16 19

180° 2.1 4.9 3.22 17 19
2.4 4.9 3.44 16 19
2.8 5.2 3.71 16 19
3.1 5.2 3.82 16 19
3.4 5.5 4.05 15 18
3.8 5.5 4.13 15 18

90° 2.1 4.9 1.59 17 19
2.4 4.9 1.78 16 19
2.8 5.2 1.89 16 19
3.1 5.2 1.89 16 19
3.4 5.5 2.04 15 18
3.8 5.5 2.20 15 18

R-VAN18       4.0 to 5.5m	 METRIC

13’ - 18’  Adjustable Arc Nozzles (45° to 270°)

13’ - 18’  Full Circle Nozzles (360°)

You can use R-VAN Nozzles and 5000 Series MPR Rotors on the same zone! 
•	 Matched precipitation rate (MPR) from 8' to 35‘
•	 Superior coverage – >0.70 DU[LQ] 
•	 Thick, wind-resistant streams – near to far

Did you 
know?




